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Installation Instructions for CA -03 with Kinze Coulter. 

1) Place the Kinze Cam Mount against the inside of the 1360 Frame and align 

up the 3 holes as shown below. 

2) Insert three of the 3/8ò x 1 1/2ò button head bolts, and add three 3/8ò nuts 

and tighten. 

Kinze Cam Mount 

3/8ò x 1 1/2ò Button  

Head Bolts  X 3 

3/8ò Nuts X 3 

3) Place the Cam Block against the Kinze Cam Mount align up the 4 mounting          

    holes as shown below.  

4)  Insert the four of the 3/8ò X 1 1/2 button head bolts and tighten. 

CAM BLOCK 

3/8ò x 1 1/2ò Button  

Head Bolts  X 4 
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5) Remove the orange cap from the handle. 

6) Insert the 1/2ò Xx 4ò bolt thru the hole in the handle, Snap the orange cap 

back on to the handle . 

7) Slide spring on to the 1/2ò X 4ò bolt. 

8) Insert assembled handle through the center hole of the cam block.  

9) Add Cam to the 1/2ò X4ò  bolt. 

10) Add the 1/2ò nut and tighten. 

1/2ò x 4ò Bolt 

1/2ò Nut 

Cam 
Spring 

Handle 


