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5/8 Bolt to be removed and replaced with 

5/8 X 2 3/4 Bolt in step 2 

Pivot Support 

Installation Instructions for 

LA1360D-CFS 

STEPS 
1) Remove 5/8 bolt from right side parallel bar. 

2) Install Pivot Support using 5/8 x 2 3/4 bolt (do not tighten). 

3) Install 5/16 x 2 bolt (do not tighten). 

4) Torque 5/8 x 2 3/4  bolt to 180 ft-lb (check after 1st 5 hours and retorque if 

needed).Install 5/8 lock nut and tighten. 

5) Remove 5/16 bolt that was installed in step 3. 

5/8 x 2 3/4  

Stop Bolt 
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ITEM PARTS QTY 
1 Lever Bar 1 
2 Depth Setting Plate 1 
3 Pivot Support 1 
4 Handle 1 
5 Threaded Block 1 
6 Support Bracket 1 
7 Chain Mount Bracket 1 
   

 HARDWARE  
8 5/8 X 1 1/4 Shoulder Bolt 1 
9 5/8 X 2 3/4 Hex Bolt 2 
10 5/8 Thin Lock Nut 2 
11 5/8 SAE Washer 3 
12 1/2 X 2 Hex Flange Bolt 1 

13 
3/8 X 1 1/4 Hex Flange 

Bolt 2 
14 3/8 Hex Flange Nut  2 
15 5/16 X 2 Hex Flange Bolt 1 
16 5/16 X 1 Hex Flange Bolt 2 
17 5/16 Flange Nut  2 
18 Roll pin 3/8 X 3 1/2 1 
19 Roll pin 3/16 X 7/8 1 
20 Spring  1 
21 Shackle 2 
22 Chain 1 
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6) Attach Support Brace, using the 5/16 x 2 bolt just removed. Install the  

5/16 nut . 

7)  Attach the Threaded Block to the Depth Setting Plate with the 1/2 x 2 

bolt. Then attach to the shank, by working the Threaded Block thru the 

large hole at the end of shank.  
8)  Attach Support Brace and Depth Setting Plate together, using the two 

5/16 x 1 bolts. Install the two 5/16 nuts. 

Support Brace 

Depth Setting Plate 

1/2 x 2 Bolt and 

Threaded Block 

9)       Install Lever Bar thru the slot in the Depth Setting Plate.  

 

Install Lever Bar thru this  

direction 

Work Threaded Block 

Thru this hole 
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