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SCW 1544  
SPADING CLOSING WHEEL 

Martin Planter Attachments 
Martin Industries LLC 

206 Elk Fork Road 

Elkton, KY 42220 

Telephone: 270-265-5817 
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Installation Instructions 



 2 

SCW1544  ASSEMBLY INSTRUCTIONS. 

1) PLACE THE TW3815R4 WHEEL ON TO THE HU44-B2 HUB. 

2) PLACE THE BC-01 DUST COVER ON THE OPPOSITE SIDE OF 

THE HU44-B2 HUB. 

3) INSERT THE FOUR 3/8 X 1 1/2 CARRIAGE BOLTS AN ADD 

THE FOUR 3/8 NUTS. 

4) PLACE THE SPACER WITH THE TWO 5/8 WASHERS ON THE 

5/8 BOLT. 

Hardware Required 

 

1) 3/8 X 1 1/2   CARRIAGE BOLT        QTY 4 

2) 3/8 NUT                                               QTY 4 

3) 5/8 WASHER                                      QTY 2 

4) SPACER                                              QTY 1 

5) 5/8 LOCK NUT                                   QTY 1 

6)  5/8 X 3 3/4 BOLT                               QTY 1 

TW3815R4 

HU44-B2 

BC-01 
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INSTALLING THE  SCW1544 TO THE TAIL WHEEL 

 HOUSING 

1) INSERT 5/8 BOLT OF THE ASSEMBLY THROUGH HOLE IN 

TAIL WHEEL  ON LFFT SIDE AND ADD NUT 

2) RECOMMENDED DISTANCE BETWEEN THE TW3815 AND 

THE WHEEL ON THE OPPOSITE SIDE IS 2” , MEASURE THE 

DISTANCE AT THE CLOSEST POINT, HORIZONTALLY 

FROM THE SMOOTH WHEEL TO THE 15” WHEEL. 

NOTE: TW3815-R4 WILL BE MOUNTED TO LEFT SIDE, WITH 

PART NUMBER FACING FURROW AND TW3815-L4 WILL BE 

MOUNTED TO THE RIGHT SIDE, WITH PART NUMBER FACING 

FURROW. 

TW3815R4 

RECOMMENDED DISTANCE 

SETTING 2 “ 

TW3815-R4  


